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All listed performance figures are approximate values. They depend on vehicle-specific details 
such as the vehicle type, equipment, tare weight, rear-axle ratio, wheel-tyre combinations, 
transmission type and aerodynamic equipment of the specific car. Figures about performance 
increases and/or performance kits are to be understood as average values. Test-dependent 
divergences of +/- 5% are possible. Figures about the overall performance of changed factory 
engines through performance increases and/or performance kits are based on the manufacturer’s 
data listed in the vehicle registration document, which can vary by +/- 5%. BRABUS does not 
warrant any further reduced performance of factory engines. 
Please check the speed index of the fitted tyres.

Official technology-partners� Member of
�

New! Now Also For Gasoline Engines
BRABUS ECO PowerXtra CGI
BRABUS ECO PowerXtra CGI represents the expansion of our port
folio of familiar ECO PowerXtra performance kits for Mercedes-Benz 
CDI models to include the new generation of Mercedes-Benz CGI 
models. The CGI badge denotes four- and six-cylinder models with 
direct-injection gasoline engines. Compared to conventional port 
injection the direct injection technology allows for a higher compres-
sion ratio which results in better thermodynamic efficiency. The end 
result is notably better fuel economy and lower CO2 emissions. That 
makes CGI engines the perfect basis for a new generation of BRABUS 
ECO PowerXtra control modules!

The newly developed BRABUS PowerXtra CGI additional control unit 
was two years in the making and features:

•	 Three 8-bit processors with RISC architecture
•	 4-layer circuit board
•	 All components meet RoHS directive from -40° to 125° C 

The BRABUS PowerXtra CGI module was developed to achieve a sig-
nificant increase in power output of Mercedes-Benz CGI engines while 
taking into account all safety-related functions of the engine. There 
are no negative effects of the performance module on engine life. 

The challenge in developing the BRABUS PowerXtra CGI module was 
not in the increase in power output but in:

•	 Ensuring maximum safety margins for the engine
•	 Producing a reliable and harmonious power yield
•	 �Meeting all EG technical guidelines and regulations for certifica-
tion

BRABUS PowerXtra CGI modules only release their extra power 
when the engine and drivetrain are in perfect operating condition 
with correct operating temperatures. Until the engine reaches this 
condition, the original parameters set by the manufacturer remain 
unchanged to maximize engine life. The BRABUS PowerXtra CGI 
module monitors and checks sensor signals and thus also monitors 
and recognizes any symptoms of component ageing which then in 
turn are taken into account when controlling power output. 

6 Advantages at one glance:

•	 Plug and Play
	 Fast, simple assembly through plug system

•	� Extensive safety features for the protection of the engine 
and drive train

•	 Considerably improved driving dynamics

•	 No change in the emissions rating and CO2 emission

•	 Of course supplied with German TÜV certificate

•	� 3 Years BRABUS Tuning Warranty®* 

C-Class (W/S 204)

C 180 CGI+		  BRABUS B 18

+ 26 hp to	 134 kW/182 hp at 5000 rpm 280 Nm at 1600-4200 rpm
standard	 115 kW/156 hp at 5000 rpm 250 Nm at 1600-4200 rpm

C 180 CGI+		  BRABUS B 18 S

+ 41 hp to	 145 kW/197 hp at 5000 rpm 305 Nm at 1600-4200 rpm
standard	 115 kW/156 hp at 5000 rpm 250 Nm at 1600-4200 rpm

C 200 CGI+		  BRABUS B 20

+ 26 hp to	 154 kW/210 hp at 5250 rpm 300 Nm at 1800-4600 rpm
standard	 135 kW/184 hp at 5250 rpm 270 Nm at 1800-4600 rpm

C 200 CGI+		  BRABUS B 20 S

+ 41 hp to	 165 kW/225 hp at 5250 rpm 325 Nm at 1800-4600 rpm
standard	 135 kW/184 hp at 5250 rpm 270 Nm at 1800-4600 rpm

C 250 CGI+		  BRABUS B 25

+ 26 hp to	 169 kW/230 hp at 5500 rpm 350 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

C 250 CGI+		  BRABUS B 25 S

+ 36 hp to	 176 kW/240 hp at 5500 rpm 370 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

C 350 CGI export only		  BRABUS B 35

+ 18 hp to	 228 kW/310 hp at 6400 rpm 375 Nm at 3000 rpm
standard	 215 kW/292 hp at 6400 rpm 365 Nm at 3000 rpm

E-Class (W/S 212)

E 200 CGI+		  BRABUS B 20

+ 26 hp to	 154 kW/210 hp at 5250 rpm 300 Nm at 1800-4600 rpm
standard	 135 kW/184 hp at 5250 rpm 270 Nm at 1800-4600 rpm

E 200 CGI+		  BRABUS B 20 S

+ 41 hp to	 165 kW/225 hp at 5250 rpm 325 Nm at 1800-4600 rpm
standard	 135 kW/184 hp at 5250 rpm 270 Nm at 1800-4600 rpm

E 250 CGI+		  BRABUS B 25

+ 26 hp to	 169 kW/230 hp at 5500 rpm 350 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

E 250 CGI+		  BRABUS B 25 S

+ 36 hp to	 176 kW/240 hp at 5500 rpm 370 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

E 350 CGI export only		  BRABUS B 35

+ 18 hp to	 228 kW/310 hp at 6400 rpm 375 Nm at 3100-5100 rpm
standard	 215 kW/292 hp at 6400 rpm 365 Nm at 3100-5100 rpm

E-Class Coupé / Cabriolet (C/A 207)

E 250 CGI+		  BRABUS B 25

+ 26 hp to	 169 kW/230 hp at 5500 rpm 350 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

E 250 CGI+		  BRABUS B 25 S

+ 36 hp to	 176 kW/240 hp at 5500 rpm 370 Nm at 2000-4300 rpm
standard	 150 kW/204 hp at 5500 rpm 310 Nm at 2000-4300 rpm

E 350 CGI export only		  BRABUS B 35

+ 18 hp to	 228 kW/310 hp at 6400 rpm 375 Nm at 3100-5100 rpm
standard	 215 kW/292 hp at 6400 rpm 365 Nm at 3100-5100 rpm

CLS (C 219)

CLS 350 CGI export only		  BRABUS B 35

+ 18 hp to	 228 kW/310 hp at 6400 rpm 375 Nm at 3100-5100 rpm
standard	 215 kW/292 hp at 6400 rpm 365 Nm at 3100-5100 rpm

*	 �For EU area of applicability. In accordance with November 2006 warranty 
provisions.Warranty also applies to the drive train.

*	 �For EU area of applicability. In accordance with November 2006 warranty 
provisions.Warranty also applies to the drive train.

BRABUS ECO PowerXtra® 

Due to an even wider torque range, a driving style with early gear 
changes and less shifting effort is possible. That means    ⇒
More torque  	 =  less revolutions per minute!	
Less revolutions per minute	=  less consumption!

The BRABUS ECO PowerXtra® label stands for powerful and 
durable performance tuning for Mercedes CDI models, covered 
by the unique BRABUS Tuning Warranty® of three years up to 
100,000 kilometers (see BRABUS warranty conditions as of 
November 2006).

6 Advantages at one glance:

•	 Plug and Play
	 Fast, simple assembly through plug system

•	 �Extensive safety features for the protection of the engine and 
drive train

•	 Considerably improved driving dynamics

•	 No change in the emissions rating and CO2 emission

•	 �Can be combined with Diesel particle filters and of course 
supplied with German TÜV certificate

•	 3 Years BRABUS Tuning Warranty®*

Depending on the specific model in question the BRABUS 
ECO PowerXtra® performance kits produce up to 52 hp / 38 kW 
more power and up to 70 Nm more torque (figure refers to the 
Mercedes ML 300 CDI with BRABUS ECO PowerXtra® D5).

*	 �For EU area of applicability. In accordance with November 2006 warranty 
provisions. Warranty also applies to the drive train.


